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PROJECT NOTES

I. A NOTICE OF INTENT IS REQUIRED FOR THIS PROJECT. THE DISTURBED AREA IS 2.21

ACRES. THE PROJECT INVOLVES INSTALLATION OF SIDEWALKS AND CURB RAMPS,
A MULTI-USE TRAIL, AND ONE PEDESTRIAN BRIDGE.

. ALL DRIVEWAYS THAT ARE TO BE RECONSTRUCTED SHALL BE PLACED IN KIND (I.E,

ASPHALT FOR ASPHALT, CONCRETE FOR CONCRETE, AND AGGREGATE SURFACE COURSE FOR
DIRT DRIVES). DRIVEWAY RELOCATIONS ARE SHOWN FROM THE BEST AVAILABLE DATA.
THE CONTRACTOR SHALL CONSTRUCT NEW DRIVEWAYS TO MATCH THE ACTUAL FIELD
LOCATION OF EXISTING DRIVEWAYS OR AS_LOCATED IN THE PLANS. RESIDENTIAL
DRIVES SHALL BE 14 FEET WIDE AT THE THROAT UNLESS NOTED OTHERWISE IN THE
PLANS.  COMMERCIAL DRIVES SHALL BE 24 FEET WIDE UNLESS NOTED OTHERWISE IN
THE PLANS.  THE CONTRACTOR SHALL OBTAIN THE APPROVAL FROM THE ENGINEER PRIOR
T0 MAKING ANY REVISIONS TO LOCATION, WIDTH, AND/OR NUMBER OF DRIVES TO BE
CONSTRUCTED.  DRIVES SHALL BE CONSTRUCTED USING:

CONCRETE - RESIDENTIAL - CONCRETE VALLEY GUTTER, 6"
GRADED AGGREGATE BASE, 6°

CONCRETE - COMMERCIAL - CONCRETE VALLEY GUTTER, 8°
GRADED AGGREGATE BASE, 8'

ASPHALT - RESIDENTIAL - ASPH CONC 12. 5mm SUPERPAVE (165 LB/SY)
GRADED AGGREGATE BASE, 6*

7. ALL ADA RAMPS AND SIDEWALK WITHIN THE INTERSECTION RADI| ARE TO BE 8 INCH

10.

1.

12.

13.

14,

3. ALL BORROW AND WASTE SITES FOR THIS PROJECT SHALL BE ENVIRONMENTALLY APPROVED
PRIOR TO CONSTRUCTION ACTIVITIES OCCURRING IN THEM. ALL COMMON FILL OR EXCESS
MATERIAL DISPOSED OUTSIDE THE PROJECT RIGHT OF WAY SHALL BE PLACED IN EITHER A
PERMITTED SOLID_WASTE FACILITY, A PERMITTED INERT WASTE LANDFILL OR IN AN ENGINEERED
FILL. : SEE SECTION 201 OF THE STANDARD SPECIFICATION AND SUPPLEMENTS THERETO FOR

ADDITIONAL INFORMATI0N.

4. THERE 1S NO SUITABLE PLACE TO BURY EXISTING CONSTRUCTION DEBRIS WITHIN THE
PROJECT"S LIMITS. THE CONTRACTOR SHALL PROVIDE AN _ENVIRONMENTALLY APPROVED
SITE T0 DISPOSE OF EXISTING CONSTRUCTION DEBRIS AT NO ADDITIONAL COST TO

THE DEPARTMENT.

5. REMOVAL OF EXISTING PAVEMENT, CURB AND GUTTER, AND CONCRETE SIDEWALK,
INCLUDING SAWCUTTING, AS SHOWN IN PLANS, SHALL BE INCLUDED IN PRICE BID FOR

GRADING COMPLETE.

6. AT _ALL LOCATIONS WHERE EXISTING CURB OR PAVEMENT ABUTS NEW_CONSTRUCTION,
THE EDGE OF THE EXISTING CURB OR PAVEMENT SHALL BE SAWCUT TO A CLEAN,
SMOOTH EDGE IN ACCORDANCE WITH SECTION 411 AND 444. THE COST FOR THIS WORK
SHALL BE INCLUDED IN THE PRICE BID FOR GRADING COMPLETE.

CONCRETE. THE COST FOR ADA RAMPS AND DETECTABLE WARNINGS SHALL BE INCLUDED IN

THE PRICE BID FOR CONC SIDEWALK, 8 IN.
ALL DETECTABLE WARNING SURFACES ARE TO BE THE COLOR YELLOW.
THIS PROJECT IS NOT LOCATED WITHIN A GDOT MS4 PERMITTED AREA.

ALL REMOVAL OF EXISTING STRIPING IS TO BE INCLUDED IN THE PRICE BID FOR
TRAFFIC CONTROL.

PORTIONS OF THIS PROJECT HAVE BEEN PREPARED USING THE HORIZONTAL GEORGIA
COORDINATE SYSTEM OF 1984 (NAD 1983)/94 WEST ZONE, AND THE NORTH AMERICAN
VERTICAL DATUM (NAVD) OF 1988. ADDITIONAL PORTIONS OF THIS PROJECT HAVE BEEN
PREPARED USING AERIAL PHOTOGRAPHY AND BALDWIN COUNTY TAX MAPS.

A SUBSURFACE UTILITY ENGINEERING (SUE) INVESTIGATION WAS NOT PERFORMED
FOR THIS PROJECT.

ALL EXISTING TREE LIMBS IN CONFLICT TO BE TRIMMED TO A HEIGHT OF 7° AND THE
COST FOR THAT WORK TO BE INCLUDED IN THE PRICE BID FOR GRADING COMPLETE.

ALL EXISTING SIGNS THAT ARE IN CONFLICT ARE TO BE REMOVED AND RESET AND THE
COST FOR THAT WORK IS TO BE INCLUDED IN THE PRICE BID FOR TRAFFIC CONTROL.

UTILITY OWNERS
FACILITY OWNER
ELECTRIC GEORGIA POWER (DISTRIBUTION)
ELECTRIC BALDWIN COUNTY SCHOOLS
PHONE PROGRESSIVE COMMUNICATIONS FKA ANS CONNECT
PHONE WINDSTREAW
PHONE BALDWIN COUNTY SCHOOLS
GAS ATLANTA GAS LIGHT
CABLE CHARTER COMMUNICATIONS
WATER BALDWIN COUNTY SCHOOLS
WATER MILLEDGEVILLE WATER AND SEWER
WATER BALDWIN COUNTY WATER AND SEWER
SEWER BALDWIN COUNTY SCHOOLS
SEWER MILLEDGEVILLE WATER AND SEWER
SEWER BALDWIN COUNTY WATER AND SEWER

PIPE CULVERT MATERIAL ALTERNATES

FOR PIEDMONT/BLUE RIDGE REGION

CORRUGATED

ENVIRONMENTAL RESOURCES IMPACT TABLE

,ﬁﬁe"/"{ycpee Location Side Construction Activity Permitted Activity Controlling Critferia Prsopveicsliaoln? pCeor”r)nmiern’esxplinrcaliuidolnngdaarneys
Environmental Resource- Blandy Rd. : Sidewalk/bridge construction, Section 404 of the Clean
Perennial Stream | Sta. 108+70ylo 109+45 Right erosiog control None Water Act /A See Note | below
Environmental Resource- . . . ,
; Blandy Rd. . Sidewalk/bridge construction, Section 404 of the Clean
Perennég;fgiream l Sto. 108445 1o 109470 Right er0sion conirol None Water Act WA see Nofe | below
E tal R St 2251 Agbc ,5"22, 33 S > MBSl Seciion 404 of the Cl
nvironmental Resource- a. * 0 * : idewalk, erosion control ection 0 e Clean
Perennial Sfream 2 N_ABC St Right W ABC Si. None Water Act N/A See Nofe 2 below
Sta. 507+85 to 508+39 No Activity
. S ABC St. S ABC St.
Environmental Resource- . : .
; Sta. 221+01 to 221+58 : Sidewalk, erosion confrol Section 404 of the Clean
Perennbg;fgiream Y W ABC St Right V ABC St None Waler Act N/A See Note 2 below
Sta. 507+60 fo 508+64 No Activity
Blandy Road
>l 1%8:1%0 ’sot 110:00 Sidewalk/brid truct Y
. . idewalk/bridge construction, es
Birds sto. 220499 [o 221131 Z 610510 control None WBTA - See Note 3 below
Sta. 507+88 fo 508+2I

Note:

I. The contractor shall ensure that no land disturbing activities, including staging, construction, vehicular
use, borrow or waste activities shall take place within the boundaries of PS-1 or its associated buffer.

2. The confractor shall ensure that no land disturbing activities, including staging, construction, vehicular
use, borrow or waste activities shall take place within the boundaries of PS-2 or its associated buffer,

3. Special Provision 107.236 will be implemented for the protection of birds.

¢ CORRUGATED STEEL ALUMINUM PLASTIC
0 AASHTO M-36 AASHTO
y M-196
e e : CORR.POLY- | POLY VINYL | POLY VINYL
INSTALLAT ION R .FPOLY~
£ ALUMINUM CORRUGATED | ETHYLENE | CHLORIDE | CHLORIDE
COATED PLAIN PLAIN POLY- SMOOTHED (PVC) (PVC)
T (TYPE 2) ZINC UNCOATED | ETHYLENE LINED PROFILE | CORRUGATED
E CORRUGATED| COATED ALUMINUM AASHTO AASHTO WALL SMOOT H
STEEL M-252 M-294 AASHTO INTERIOR
TYPE 'S" M-304 ASTM F-949
LONGITUDINAL
INTERSTATE AND ><
TRAVEL BEARING
LONGITUDINAL
NON-INTERSTATE AND >< >< >< >< >< ><
S NON-TRAVEL BEARING
T ADT < 250 >< >< >< >< >< ><
ofc
R|R
wlo 250 < ADT >< >< >< >< >< ><
S | orape | <1090 *
S|<iox
D = 1500 < ADT >< >< >< ><
R < 15,000
D
Al g
oy ADT > /5,000 ><
N
I
W ADT < 250 >< >< >< >< ><
GRADE
> 10X
jor > 250 X X | X | X
X | X X X | X | X
PERMANENT SLOPE DRAIN >< >< >< >< >< ><
PERFORATED UNDERDRAIN >< >< >< >< >< ><
x [This type pipe can be used If the addition of Type "B" Coating (AASHTO M-190, Half
Bituminous Coated with Paved Invert) is utilized.
NOTES :
I.. Allowable materials are indicated by an "X".
2. Structural requirements of storm drain pipe will be In accordance with Georgia Standard
1030-D or 1030-P, whichever s applicable, and the Standard Specifications.
3. Graded aggregate backfill shall be used in cross drain applications for all plastic
pipes (AASHTO M-294, HDPE pipe; AASHTO M-304, PVC pipe; ASTM F-949, PVC pipe).
4. The Contractor shall provide additional storm Sewer capacity calculations If a pipe
material ofther than concrete s selected.
4. Pipe used under mechanically stabilized earth (MSE) walls, within MSE wall backfill,
or within five feet of an MSE wall face shall be Class V Concrete Pipe.
4. Project specific pH and Resistivity values are enfered into the respective boxes above
fo determine allowable pipe materials.
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